
• • • 24 PIN 94 column  Print speed of 530 CPS  128 KB Buffer 
• • Print head life 400 million dots  5 million characters long life ribbon
• • Impeccable printing quality  Enhance endurance 
• •Multi-data-interface  Auto alignment & automatic document
  thickness monitoring  Multi-emulation embedded•

Passbook Printer
LIPI - PB2

Features:

Key Applications

• Passbook updation
• Job card printing 
• Cheque printing
• DD printing
• Single sheet printing



Lipi Data Systems Ltd

1, Mittal Chambers, Nariman Point, Mumbai 400 021, India

T: +91 22 2288 2960 

E: contact@lipi.in   W: www.lipi.in 

An ISO 9001:2015, ISO 14001:2015 & ISO 45001:2018 certified company. P
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Specifications*:

Printer Type    : 24 pin dot matrix

Print Technology   : Serial impact printer, Bi-directional

Print Speed    : 530 (H.S.D.), 400 (Draft), 150 (N.L.Q), 100 (L.Q)

Line Length    : 258.76 mm (94 columns at 10 cpi / 112 columns at 12 cpi)

Character Pitch   : 10, 12, 15, 16.6, 17.1

Line Spacing    : 1/5”, 1/6”, N/216”, N/240”

Paper Handling   : Feed width: 245 mm, Completely flat paper feed,
       Automatic insertion with auto-border, automatic document-
       thickness monitoring 

Number of Copies   : 1+5 copies

Interface (standard)   : IEEE Parallel, RS232 Serial, USB

Interface (optional)   : Second serial

Passbook Type   : Vertical & horizontal

Fonts     : OCR A-B, ROMAN, Sans Sarif, Italic, Bar Code

Emulations    : Olivetti, IBM, EPSON, HPR 4915, HITACHI, SHINKO

Dimensions, Weight   : 203 (H) x 384 (W) x 280 (D) mm, 9.5 Kg

Noise Level    : <54dBA (ISO7779 with EMCA132 text) 

Voltage    : 110VAC,60Hz, 220VAC, 50Hz

Power Consumption  : Standby : 5.2 W, Printing : 50 W

Print Head Life   : 400 million dots (PIN)

Buffer     : 128 KB

Consumables   : Ribbon Cartridge 5 million characters

Compliance    : RoHS Compliant, Safety : BIS approved
 
MTBF     : 10, 000 Hours

* Specificaions are subject to change without prior notice
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